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KRONOS HARROWS
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The Kronos rotary harrow is a multi-purpose tool in agricul-
ture. It is available in four different sizes with working widths
from 3.15 to 4.9 meters. Its open frame construction makes
the harrow fast and efficient while the resilient shaft sus-
pension suppresses shocks and vibrations. The harrows are
available in both hydraulic and towed models. The excellent
mixing ability of Kronos throughout the whole stratum is

based on its blade movement. Kronos covers over straw,
stubble and other plants evenly so that decomposition can
start immediately. Kronos breaks even hard clods and tears
the trash into pieces. It breaks and cuts the roots of weed
plants efficiently, thus preventing nutrients from gathering

around the weed roots. Kronos destroys weeds on the spot.

TECHNICAL INFORMATION

KRONOS

Working width
Transport width
Transport height
Transport length
Transport wheels
Number of shafts
Number of ball bearings
Number of blades
Weight

Power requirement

Optional equipment

3150

315cm
340 cm

290 cm

6

24

96

600 kg
60/80 kW/hp

rib roller

4150 H

415 cm

240 cm

155 cm

530 cm
11,5/80-15/12 pr
12

48

160

1900

97/135 kW/hp

4200

420 cm

230 cm

190 cm

330 cm

9

36

126

1200 kg
85/115 kW/hp

rib roller, side support wheels -

KRONOS 3150
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4900 H

490 cm

240 cm

210 cm

530 cm
11,5/80-15/12 pr
12

48

192

2065 kg
106/145 kW/hp
rib roller, side support wheels
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